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BATTERY PACK REMOVAL 




3. F'ull Hi* hatteiy pack slightly fo 




OPTIONAL PCMCIA CARD REMOVAL 




^^C_/ / 



PC card 


Eject buttc 


1. Pull out the eject button of th 


e PC card to 




novethePCi 


KEYBOARD REMOVAL 






TOSHIBA 

Tough Enough for Today's World. 
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KEYBOARD REMOVAL 



6. Disconnect the keyboard cable from PJ11 . 



HDD REMOVAL 



.- 



EXPANSION MEMORY REMOVAL 





-Keyboard top 
-PJ11 
-Keyboard cable 

-Keyboard 
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Tough Enough for Today's World. 
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TOP COVER REMOVAL 



Modem cable M2x3 silver sc 


s*s M2 


E brass s 


r*v 




1 RemovetwoM2x3sirversc 


73 and on 


eM2x5 b 


" ss 


M2x16 black sere 


2. Lift up the right side of them 


clem board 


and remo 


ait 




3 Disconnect the modem cabl 


from PJ2 o 


the mod 


em 


following thirl 
-4M25x20 


TOP COVER REMOVAL 








-5M25x4b 


M2.5x20 black screws FL c 


ble PJ5 









l-.IJ.TJO 





is (one from HDDslot cover) 




- LCD cable from PJ4 and FL cable from PJ5 

- Membrane switch cable from PJ10 

- Left speaker cable from PJ3D3 

- Right speaker cable from PJ304 
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Tough Enough for Today's World. 
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HDD AND BATTERY BOARD REMOVAL 



FDD REMOVAL 




e FDD flexible 


ablefr 


mPJ15onth 


M2.5x4 brass s 

urinti the FDD a 
M2.5x3 brass 




d one M2. 5x5 

FDD out. 
ecuring tha FC 


e FDD flexible 


ablefr 


m the FDD. 



PJ301 M2.5; 

1. Disconnect the CD-ROHflexi 

2 Remove one M2.5x4 brass s 

CD-ROM drive. 

3 Slide out the CD-ROM drive 



PJ7U0 



4 Remove two M2x6 brass screw 

ii PJ301 on CD-ROM .:.:.nn*.:t.:.i .iv^niM-, 

5 Separate the CD-ROM connect 
j trie bracefromths CD-ROM drive. 

6. Disconnect the CD-ROM flexibli 
on the CD-ROM connector 

7. F:*m.iv* two M2x3 screws seci 
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Tough Enough for Today's World. 
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RTC AND BACKUP BATTERY REMOVAL 



SENSORAND SOUND BOARD REMOVAL 




- 3 M2 .5x16 bras 
-2M2 .5x4 flat hi 
-4 M2 .5x4 brass 
-1 M2.5x6 brass 



HDD/battery cable from PJ300 
Battery power cable from PJ5D1 
Sound cable from PJ302 
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Tough Enough for Today's World. 
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MEMBRANE SWITCH REMOVAL 




SPEAKERS REMOVAL 
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Tough Enough for Today's World. 
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DISPLAY MASK REMOVAL 



FL INVERTER AND LCD REMOVAL 
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Tough Enough for Today's World. 



